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Hot-Tap Fittings 
 

Without Mechanized Flange  

The HOT-TAP FITTINGS are full branch split tees de-
signed for equipment tie-ins, lateral connections and 
line extensions with permanent full bore valve without 
shutdown.  
 
 
The HOT-TAP FITTING are equipped with a welding 
neck flange RF according to ANSI Class 150, 300, 600 
or 900. They are available from 2” to 48”. Larger sizes 
and pressure ratings are available by request. They are 
designed to be used with the TECPESA Hot-Tap 
equipment TBL-182TH, TBL-242TH, TBL-302TH, TBL-
0322, TBL-0644 and TBL-1106 or with other Hot-Tap 
Equipments with flange connection.  
 
According to size of the main pipeline and the client’s 
specifications, the Hot-Tap Fitting can be manufactured 
with a different reinforcement like: a Weldolet or Pad. 
If the HOT-TAP FITTING has the same size than the 
main pipeline (size-on-size), the fitting needs a full en-
circlement reinforcement. In case there is no reinforce-
ment needed, TECPESA also manufactures this fitting 
with a scarfed or flat bottom ending. 
 
 
The HOT-TAP FITTINGS are also available with a re-
ducing branch to connect different pipeline sizes. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography Testing, Ultra Sonic Test, Magnetic 
Particle Examination, Hydrostatic Testing, Physical 
Testing are available. 
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FLAT BOTTOM HOT-TAP FITTINGS 
Size H Class 150 Class 300 Class 600 

inch mm inch mm Stock Number kg Stock Number kg Stock Number kg 
2 50 5,1 130 02.150.04.0000.00.00 0,5 02.300.04.0000.00.00 0,5 02.600.04.0000.00.00 1,0 

3 75 7,9 200 03.150.04.0000.00.00 0,8 03.300.04.0000.00.00 0,8 03.600.04.0000.00.00 1,5 

Larger sizes can be designed upon customer’s request 
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The figures indicated on the chart above may change  
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FULL ENCIRCLEMENT HOT-TAP FITTINGS 
Size L Class 150  H W Class 300   H W Class 600  W 

inch mm inch mm Stock Number inch mm kg Stock Number inch mm kg Stock Number inch mm kg 
4 100 11 273 04.150.04.0204.00.00 6,6 165 18 04.300.04.0204.00.00 7,0 182 23 04.600.04.0204.00.00 7,0 182 25 
6 150 14 356 06.150.04.0206.00.00 8,0 202 31 06.300.04.0206.00.00 8,3 210 36 06.600.04.0206.00.00 9,0 227 41 
8 200 16 419 08.150.04.0208.00.00 9,5 240 57 08.300.04.0208.00.00 10,0 252 52 08.600.04.0208.00.00 11,0 270 66 

10 250 20 508 10.150.04.0210.00.00 11,0 280 77 10.300.04.0210.00.00 11,5 289 81 10.600.04.0210.00.00 13,0 327 117 
12 300 22 559 12.150.04.0212.00.00 20,0 322 120 12.300.04.0212.00.00 13,0 327 125 12.600.04.0212.00.00 14,0 366 160 
14 350 25 635 14.150.04.0214.00.00 14,0 347 152 14.300.04.0214.00.00 14,0 366 171 14.600.04.0214.00.00 15,0 375 225 
16 400 30 762 16.150.04.0216.00.00 16,0 395 235 16.300.04.0216.00.00 16,0 412 234 16.600.04.0216.00.00 16,0 412 287 
18 450 33 838 18.150.04.0218.00.00 17,0 420 276 18.300.04.0218.00.00 17,0 464 285 18.600.04.0218.00.00 17,5 535 339 
20 500 36 914 20.150.04.0220.00.00 18,0 447 405 20.300.04.0220.00.00 18,5 473 410 20.600.04.0220.00.00 20,0 554 504 
22 550 40 1016 22.150.04.0222.00.00 19,0 477 488 22.300.04.0222.00.00 20,0 554 448 22.600.04.0222.00.00 21,0 562 719 
24 600 43 1092 24.150.04.0224.00.00 20,5 512 558 24.300.04.0224.00.00 22,0 578 662 24.600.04.0224.00.00 22,0 578 789 
26 650 47 1194 26.150.04.0226.00.00 21,0 530 616 26.300.04.0226.00.00 23,0 583 725 26.600.04.0226.00.00 24,7 602 1018 
28 700 49 1245 28.150.04.0228.00.00 22,5 565 664 28.300.04.0228.00.00 24,0 630 812 28.600.04.0228.00.00 25,5 645 1137 
30 750 51 1275 30.150.04.0230.00.00 24,5 612 730 30.300.04.0230.00.00 26,0 665 939 30.600.04.0230.00.00 27,0 697 1270 
34 850 57 1432 34.150.04.0234.00.00 27,0 677 902 34.300.04.0234.00.00 28,5 740 1248 34.600.04.0234.00.00 30,0 766 1711 
36 900 60 1510 36.150.04.0236.00.00 28,0 710 1012 36.300.04.0236.00.00 30,0 765 1277 36.600.04.0236.00.00 32,0 807 2148 

H 

H 

L 

H 
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Linestop Fittings 
 

Threaded Plug 

The THREADED FITTINGS are designed for main relo-
cations, lateral connections, line extensions, equipment 
tie-ins, linestop operations, all without shutdown. They 
are also used for purge & equalization operations. 
 
 
The flat bottom THREADED FITTING includes a 
threaded internal plug, an O-ring, a threaded external 
cap and a flat bottom nipple. They are available in 
sizes 1-1/4”, 1-1/2”, 2”, 3” and in Class 150, 300, 600 
and 900. The THREADED FITTINGS are designed to 
be used with the Hot-Tap equipment TBL-182TH,            
TBL-242TH, TBL-302TH. 
 
 
According to the size of the main pipeline, the 
THREADED FITTING needs an additional reinforce-
ment like a: Weldolet or Pad. The reinforcement is 
according to the client’s specifications. If the 
THREADED FITTING has the same size than the main 
pipeline (size-on-size), the THREADED FITTING 
needs a full encirclement reinforcement. In case there 
is no reinforcement needed, TECPESA also manufac-
tures this fitting with a scarfed or flat bottom ending. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle Examination, Hydrostatic Testing, Physical 
Testing are available. 
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The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 

FLAT BOTTOM THREADED FITTINGS 
Size Weight H Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch mm kg inch mm 
2 50 0,9 5,1 130 02.150.00.0000.01.01 02.300.00.0000.01.01 02.600.00.0000.01.01 
3 80 2,9 7,9 200 03.150.00.0000.01.01 02.300.00.0000.01.01 02.600.00.0000.01.01 

FULL ENCIRCLEMENT THREADED FITTINGS 
Size Weight H Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch mm kg inch mm 
2 50     5,5     7,9 200 02.150.00.0202.01.01 02.300.00.0202.01.01 02.600.00.0202.01.01 
3 80     7,5    11,2 283 03.150.00.0203.01.01 03.300.00.0203.01.01 03.600.00.0203.01.01 

TECPESA, S.A. 
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Linestop Fittings 
 

Completion Plug 

The COMPLETION FITTINGS are designed for main 
relocations, lateral connections, line extensions, equip-
ment tie-ins, linestop operations all without shutdown. 
They are used also for gas bag installations. 
 
 
The COMPLETION FITTINGS are furnished with a 
blind flange with studs, nuts, gasket, an internal com-
pletion plug with an O-ring and a flat bottom flanged 
nipple. They are available in sizes 4”, 6”, 8”, 10”, 12” 
and in Class 150 and 300. With a flange class 150, the 
maximum operating pressure is 19 bar. With a flange 
class 300, the maximum operating pressure is 51 bar. 
The COMPLETION FITTINGS are designed to be used 
with the Hot-Tap equipment TBL-0322, TBL-0644 and       
TBL-1106. 
 
 
According to the size of the main pipeline, the comple-
tion fitting needs an additional reinforcement like a: 
Weldolet or Pad. If the completion fitting has the same 
size than the main pipeline (size-on-size), the COM-
PLETION FITTING needs a full encirclement reinforce-
ment. The reinforcement is according to the client’s 
specification. In case there is no reinforcement needed, 
TECPESA also manufactures this fitting with a scarfed 
or flat bottom ending. 
 
 
The COMPLETION FITTINGS are also available with a 
reducing branch to be used as bypass fittings or to con-
nect different pipeline sizes. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle examination, Hydrostatic Testing, Physical 
Testing are available.  

TECPESA, S.A. 
Rosselló 216 - Planta 11 - 08008  Barcelona - Spain       sales@tecpesa.com 
Tel: +34 934 510 760          Fax: +34 934 510 793                   www.tecpesa.com                

10 



 

 

Bulletin nº: 2009.102.00 

FULL ENCIRCLEMENT COMPLETION FITTINGS 
Size Weight L H Class 150 

Stock Number 
Class 300 

Stock Number inch mm kg inch mm inch mm 
4 100 22 11 273 6,7 171 04.150.00.0204.01.02 04.300.00.0204.01.02 
6 150 36 14 356 7,9 200 06.150.00.0206.01.02 06.300.00.0206.01.02 
8 200 53 16 419 9,5 241 08.150.00.0208.01.02 08.300.00.0208.01.02 

10 250 84 20 508 11,0 279 10.150.00.0210.01.02 10.300.00.0210.01.02 
12 300 128 22 559 12,7 324 12.150.00.0212.01.02 12.300.00.0212.01.02 

FLAT BOTTOM COMPLETION FITTINGS 
Size Weight H Class 150 

Stock Number 
Class 300 

Stock Number inch mm kg inch mm 
4 100 11 4 110 04.150.00.0000.01.02 04.300.00.0000.01.02 
6 150 25 5 127 06.150.00.0000.01.02 06.300.00.0000.01.02 
8 200 31 5 127 08.150.00.0000.01.02 08.300.00.0000.01.02 

10 250 55 6 152 10.150.00.0000.01.02 10.300.00.0000.01.02 
12 300 74 6 152 12.150.00.0000.01.02 12.300.00.0000.01.02 

The figures indicated on the chart above may change  
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

TECPESA, S.A. 
Rosselló 216 - Planta 11 - 08008  Barcelona - Spain        sales@tecpesa.com 
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According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 
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Linestop Fittings 
 

Autoblock Plug 

The AUTOBLOCK FITTINGS are full branch split tees 
designed main relocations, equipment tie-ins, linestop 
operations all without shutdown. They are also used for 
gas bag installations. 
 
 
The AUTOBLOCK FITTING is furnished with a drilled 
and faced autoblock flange, a blind flange with studs, 
nuts and gaskets, an internal high pressure plug 
(autoblock plug) with O-ring. They are available in sizes 
from 4” to 48” Class 150, Class 300, Class 600 and 
Class 900. The AUTOBLOCK FITTINGS are designed 
to be used with the Hot-Tap equipment TBL-0322,   
TBL-0644 and TBL-1106. 
 
 
According to size of the main pipeline and the client’s 
specifications, the linestop fitting can be manufactured 
with a different reinforcement like: a Weldolet or Pad. 
If the AUTOBLOCK FITTING has the same size than 
the main pipeline (size-on-size), the autoblock fitting 
needs a full encirclement reinforcement. In case there 
is no reinforcement needed, TECPESA also manufac-
tures this fitting with a scarfed or flat bottom ending. 
 
 
The AUTOBLOCK FITTINGS are also available with a 
reducing branch to be used as bypass fittings or to con-
nect different pipeline sizes. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle examination, Hydrostatic Testing, Physical 
Testing are available. 
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FULL ENCIRCLEMENT AUTOBLOCK FITTINGS 
  Class 150 Class 300 Class 600 

Size  L   H W  H W  W 

inch mm inch mm Stock Number inch mm kg Stock Number inch mm kg Stock Number inch mm kg 
4 100 11 273 04.150.00.0204.01.03 6,6 165 20 04.300.00.0204.01.03 7,0 182 25 04.600.00.0204.01.03 7,0 182 25 
6 150 14 356 06.150.00.0206.01.03 8,0 202 35 06.300.00.0206.01.03 8,3 210 37 06.600.00.0206.01.03 9,0 227 45 
8 200 16 419 08.150.00.0208.01.03 9,5 240 57 08.300.00.0208.01.03 10,0 252 55 08.600.00.0208.01.03 11,0 270 73 

10 250 20 508 10.150.00.0210.01.03 11,0 280 86 10.300.00.0210.01.03 11,5 289 86 10.600.00.0210.01.03 13,0 327 127 
12 300 22 559 12.150.00.0212.01.03 20,0 322 130 12.300.00.0212.01.03 13,0 327 127 12.600.00.0212.01.03 14,0 366 166 
14 350 25 635 14.150.00.0214.01.03 14,0 347 163 14.300.00.0214.01.03 14,0 366 166 14.600.00.0214.01.03 15,0 375 235 
16 400 30 762 16.150.00.0216.01.03 16,0 395 254 16.300.00.0216.01.03 16,0 412 254 16.600.00.0216.01.03 16,0 412 313 
18 450 33 838 18.150.00.0218.01.03 17,0 420 304 18.300.00.0218.01.03 17,0 464 311 18.600.00.0218.01.03 17,5 535 370 
20 500 36 914 20.150.00.0220.01.03 18,0 447 440 20.300.00.0220.01.03 18,5 473 447 20.600.00.0220.01.03 20,0 554 549 
22 550 40 1016 22.150.00.0222.01.03 19,0 477 530 22.300.00.0222.01.03 20,0 554 442 22.600.00.0222.01.03 21,0 562 782 
24 600 43 1092 24.150.00.0224.01.03 20,5 512 605 24.300.00.0224.01.03 22,0 578 767 24.600.00.0224.01.03 22,0 578 860 
26 650 47 1194 26.150.00.0226.01.03 21,0 530 668 26.300.00.0226.01.03 23,0 583 699 26.600.00.0226.01.03 24,7 602 1109 
28 700 49 1245 28.150.00.0228.01.03 22,5 565 726 28.300.00.0228.01.03 24,0 630 885 28.600.00.0228.01.03 25,5 645 1238 
30 750 51 1275 30.150.00.0230.01.03 24,5 612 794 30.300.00.0230.01.03 26,0 665 1023 30.600.00.0230.01.03 27,0 697 1383 
34 850 57 1432 34.150.00.0234.01.03 27,0 677 982 34.300.00.0234.01.03 28,5 740 1358 34.600.00.0234.01.03 30,0 766 1862 
36 900 60 1510 36.150.00.0236.01.03 28,0 710 1102 36.300.00.0236.01.03 30,0 765 1345 36.600.00.0236.01.03 32,0 807 2338 

H  

Larger sizes can be designed upon customer’s request 

TECPESA, S.A. 
Rosselló 216 - Planta 11 - 08008  Barcelona - Spain       sales@tecpesa.com 
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According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 

The figures indicated on the chart above may change  
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 
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3 Way Tee Fittings 
 

Threaded Plug 

The THREADED 3 WAY TEE fittings are designed for 
main relocations, lateral connections, line extensions, 
equipment tie-ins, linestop operations, all without shut-
down. 
 
 
The THREADED 3 WAY TEE fitting includes a 
threaded internal plug with O-ring, an external cap and 
a flat bottom nipple. They are available in sizes 1-1/4”, 
1-1/2”, 2”, 3” and in Class 150, 300, 600 and 900. The 
THREADED 3 WAY TEE fittings are designed to be 
used with the Hot-Tap equipment TBL-182TH, TBL-
242TH and TBL-302TH. They allow to plug in different 
directions. 
 
 
According to the size of the main pipe, the 
THREADED 3 WAY TEE fittings need an additional 
reinforcement like a: Weldolet or Pad. The reinforce-
ment is according to the client’s specifications. If the 
THREADED 3 WAY TEE fitting has the same size than 
the main pipeline (size-on-size), the threaded 3 way 
fitting needs a full encirclement reinforcement (right). In 
case there is no reinforcement needed, TECPESA also 
manufactures this fitting with a scarfed or flat bottom 
ending. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle examination, Hydrostatic Testing, Physical 
Testing are available. 
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The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

FLAT BOTTOM THREADED 3 WAY TEE 
Size Weight H L Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch mm kg inch mm inch mm 
2 50 2,5 5 130 3,2 81 02.150.01.0000.01.01 02.300.01.0000.01.01 02.600.01.0000.01.01 
3 80 5,5 8 203 4,7 121 03.150.01.0000.01.01 03.300.01.0000.01.01 03.600.01.0000.01.01 

FULL ENCIRCLEMENT THREADED 3 WAY TEE 
Size Weight H L Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch mm kg inch mm inch mm 
2 50 5 8 203 5,5 140 02.150.01.0202.01.01 02.300.01.0202.01.01 02.600.01.0202.01.01 
3 80 9 11 279 7,2 184 03.150.01.0203.01.01 03.300.01.0203.01.01 03.600.01.0203.01.01 

TECPESA, S.A. 
Rosselló 216 - Planta 11 - 08008  Barcelona - Spain       sales@tecpesa.com 
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According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 
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3 Way Tee Fittings 
 

Completion Plug 

The COMPLETION 3 WAY TEE fittings are designed 
for main relocations, lateral connections, line exten-
sions, equipment tie-ins, linestop operations, all without 
shutdown. 
 
 
The COMPLETION 3 WAY TEE fittings are furnished 
with a blind flange with studs, nuts and gasket, an in-
ternal completion plug with O-ring and a flat bottom 
flanged nipple. They are available in sizes 4”, 6”, 8”, 
10”, 12” Class 150 and Class 300. With a flange Class 
150, the maximum operating pressure is 19 bar. With a 
flange class 300, the maximum operating pressure is 
51 bar. The COMPLETION 3 WAY TEE fitting are de-
signed to be used with the Hot-Tap equipment TBL-
0322, TBL-0644 and TBL-1106. They allow to plug in 
different directions. 
 
 
According to the size of the main pipe, the             
COMPLETION 3 WAY TEE fittings need an additional 
reinforcement like a: Weldolet or Pad. The reinforce-
ment is according to the client’s specifications. When 
the  COMPLETION 3 WAY TEE fitting has the same 
size than the main pipeline (size-on-size), the               
completion 3 way tee fitting needs a full encirclement 
reinforcement. In case there is no reinforcement 
needed, TECPESA also manufactures this fitting with a 
scarfed or flat bottom ending. 
 
 
The COMPLETION 3 WAY TEES are also available 
with a reducing branch to be used as bypass fittings or 
to connect different pipeline sizes. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle examination, Hydrostatic Testing, Physical 
Testing are available. 
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FLAT BOTTOM COMPLETION 3 WAY TEES 
Size Weight H L Class 150 

Stock Number 
Class 300 

Stock Number inch mm kg inch mm inch mm 
4 100 15 9,8 249 6,5 171 04.150.01.0000.01.02 04.300.01.0000.01.02 
6 150 23 13,3 338 8,0 224 06.150.01.0000.01.02 06.300.01.0000.01.02 
8 200 57 14,5 360 10,0 273 08.150.01.0000.01.02 08.300.01.0000.01.02 

10 250 82 19,0 483 14,0 378 10.150.01.0000.01.02 10.300.01.0000.01.02 
12 300 124 21,5 545 17,0 441 12.150.01.0000.01.02 12.300.01.0000.01.02 

FULL ENCIRCLEMENT COMPLETION 3 WAY TEE 
Size Weight H L Class 150 

Stock Number 
Class 300 

Stock Number inches mm Kg. inches mm inches mm 
4 100 41,5 13 343 11 273 04.150.01.0204.01.02 04.300.01.0204.01.02 
6 150 82,5 19 488 14 356 06.150.01.0206.01.02 06.300.01.0206.01.02 
8 200 134,0 23 600 16 419 08.150.01.0208.01.02 08.300.01.0208.01.02 

10 250 215,0 28 711 20 508 10.150.01.0210.01.02 10.300.01.0210.01.02 
12 300 317,0 32 830 22 559 12.150.01.0212.01.02 12.300.01.0212.01.02 

The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

TECPESA, S.A. 
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According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 
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3 Way Tee Fittings 
 

Autoblock Plug 

The AUTOBLOCK 3 WAY TEES fittings are full branch 
3 way tees designed for main relocations, lateral con-
nections, line extensions, equipment tie-ins, linestop 
operations, all without shutdown. 
 
 
The AUTOBLOCK 3 WAY TEE fittings are furnished 
with a drilled and faced autoblock flange, a blind flange 
with studs, nuts and gaskets, an internal high pressure 
plug (autoblock plug) with O-ring and a tee. They are 
available in sizes from 4” to larger sizes, Class 150, 
300, 600 and 900. 
 
 
According to the size of the main pipe and the client’s 
specifications, the AUTOBLOCK 3 WAY TEE fittings 
can be manufactured with different reinforcements like 
a: Weldolet or Pad. In case there is no reinforcement 
needed, TECPESA also manufactures this fitting with a 
scarfed or flat bottom ending. 
 
 
The AUTOBLOCK 3 WAY TEES are also available 
with a reducing branch to be used as bypass fittings or 
to connect different pipeline sizes. 
 
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
 
The quality control is according to the client’s specifica-
tions. Radiography testing, Ultra Sonic test, Magnetic 
Particle examination, Hydrostatic Testing, Physical 
Testing are available. 

TECPESA, S.A. 
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The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

FULL ENCIRCLEMENT AUTOBLOCK 3 WAY TEE 
Size Weight H L Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch kg inch mm inch mm 
4 24 7,4 187 10,8 274 04.150.01.0204.01.03 04.300.01.0204.01.03 04.600.01.0204.01.03 
6 39 8,7 221 14,0 356 06.150.01.0206.01.03 06.300.01.0206.01.03 06.600.01.0206.01.03 
8 60 10,2 260 14,0 356 08.150.01.0208.01.03 08.300.01.0208.01.03 08.600.01.0208.01.03 

10 100 12,0 304 20,0 508 10.150.01.0210.01.03 10.300.01.0210.01.03 10.600.01.0210.01.03 
12 146 13,5 343 22,0 570 12.150.01.0212.01.03 12.300.01.0212.01.03 12.600.01.0212.01.03 
14 200 14,3 364 26,0 662 14.150.01.0214.01.03 14.300.01.0214.01.03 14.600.01.0214.01.03 
16 274 15,8 401 30,0 760 16.150.01.0216.01.03 16.300.01.0216.01.03 16.600.01.0216.01.03 
18 326 17,3 439 33,0 838 18.150.01.0218.01.03 18.300.01.0218.01.03 18.600.01.0218.01.03 
20 478 18,7 475 35,7 908 20.150.01.0220.01.03 20.300.01.0220.01.03 20.600.01.0220.01.03 
22 600 20,0 509 39,8 1012 22.150.01.0222.01.03 22.300.01.0222.01.03 22.600.01.0222.01.03 
24 728 21,7 550 43,0 1092 24.150.01.0224.01.03 24.300.01.0224.01.03 24.600.01.0224.01.03 
26 730 23,0 586 46,7 1187 26.150.01.0226.01.03 26.300.01.0226.01.03 26.600.01.0226.01.03 
28 857 24,6 624 49,0 1245 28.150.01.0228.01.03 28.300.01.0228.01.03 28.600.01.0228.01.03 
30 945 26,0 660 51,2 1298 30.150.01.0230.01.03 30.300.01.0230.01.03 30.600.01.0230.01.03 
32 1084 28,0 708 57,0 1454 32.150.01.0232.01.03 32.300.01.0232.01.03 32.600.01.0232.01.03 
34 1298 29,3 745 58,5 1485 34.150.01.0234.01.03 34.300.01.0234.01.03 34.600.01.0234.01.03 
36 1575 29,5 751 59,7 1517 36.150.01.0236.01.03 36.300.01.0236.01.03 36.600.01.0236.01.03 

TECPESA, S.A. 
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According to the client’s specification, 
TECPESA can manufacture both 

types of reinforcement: 
Weldolet (left) or Pad (right) 

Larger sizes can be designed upon customer’s request 
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Spherical 3 Way Tee 
 

Threaded & Completion Plug 

The THREADED & COMPLETION SPHERICAL 3 
WAY TEES are designed for main relocations, lateral 
connections, line extensions, equipment tie-ins, 
linestop operations; all without shutdown the line. 
  
The 2"-3" THREADED SPHERICAL 3 WAY TEE is 
furnished with a threaded nipple, a threaded internal 
plug with O-ring and an external threaded cap, all 
welded to a full branch sphere. It is available in Class 
150, 300 and 600. 
  
The COMPLETION SPHERICAL 3 WAY TEE is fur-
nished with a grooved flange to engage the leaves of 
standard completion plug, a blind flange with bolts, 
nuts and gasket, an internal completion plug with O-
ring - all welded to a full branch sphere. It is available 
in sizes 4", 6", 8", 10", 12" and in class 150 and 300. 
  
With a flange Class 150, the maximum operating pres-
sure is 19 bar. With a flange Class 300, the maximum 
operating pressure is 51 bars.  
  
The THREADED SPHERICAL 3 WAY TEES are de-
signed to be used with the TECPESA Hot-Tap Equip-
ments TBL-182TH, TBL-242TH and TBL-302TH. 
  
The COMPLETION SPHERICAL 3 WAY TEES are 
designed to be used with the TECPESA Hot-Tap 
Equipments TBL-0322, TBL-0664 and TBL-1106. 
  
The bottom half of the SPHERICAL 3 WAY TEE can 
be turned to a side or a bottom outlet. The tee can also 
be installed horizontally. 
  
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
  
 
The quality control is according to the client’s specifica-
tions. Radiography X-testing, Ultra Sonic Test,        
Magnetic Particle Examination, Physical Testing are 
available. 
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The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

SPHERICAL 3 WAY TEE WITH THREADED PLUG 
Size Weight H L C Class 150 

Stock Number 
Class 300 

Stock Number 
Class 600 

Stock Number inch mm kg inch mm inch mm inch mm 
2 70 12 10,2 259 6 153 4,7 119 02.150.02.0202.01.01 02.300.02.0202.01.01 02.600.02.0202.01.01 
3 80 13 11,0 290 9 229 7,4 189 03.150.02.0203.01.01 03.300.02.0203.01.01 03.600.02.0203.01.01 

SPHERICAL 3 WAY TEE WITH COMPLETION PLUG 
Size Weight H L C Class 150 

Stock Number 
Class 300 

Stock Number inch mm kg inch mm inch mm inch mm 
4 100 25 12 305 9,0 228 8,2 208 04.150.02.0204.01.02 04.300.02.0204.01.02 
6 150 65 15 381 10,0 254 9,1 231 06.150.02.0206.01.02 06.300.02.0206.01.02 
8 200 90 17 431 11,3 285 9,5 241 08.150.02.0208.01.02 08.300.02.0208.01.02 

10 250 138 21 533 13,5 343 11,5 292 10.150.02.0210.01.02 10.300.02.0210.01.02 
12 300 174 23 584 14,5 368 12,3 312 12.150.02.0212.01.02 12.300.02.0212.01.02 
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The AUTOBLOCK SPHERICAL 3 WAY TEES are 
designed for main relocations, lateral connections, line 
extensions, equipment tie-ins, linestop operations; all 
without shutdown the line. 
  
The AUTOBLOCK SPHERICAL 3 WAY TEE is fur-
nished with a drilled and faced autoblock flange, blind 
flange with bolts, nuts and gasket, an internal 
autoblock plug (high pressure plug) with O-ring, all 
welded to a full branch sphere. 
 
It is available in sizes from 4” in Class 150, 300, 600 
and 900. 
 
 
The AUTOBLOCK SPHERICAL 3 WAY TEES are 
designed to be used with the TECPESA Hot-Tap 
Equipments TBL-0322, TBL-0664 and TBL-1106. In 
any case, the maximum installation pressure is the 
maximum operating pressure of the Equipment. 
  
The bottom half of the SPHERICAL 3 WAY TEE can 
be turned to a side or a bottom outlet. The tee can also 
be installed horizontally. 
  
All fittings are stamped with a code number for material 
identification. Material certificates are included. 
  
The quality control is according to the client’s specifica-
tions. Radiography X-testing, Ultra Sonic Test,        
Magnetic Particle Examination, Physical Testing are 
available. 

Spherical 3 Way Tee 
 

Autoblock Plug 

Spherical 

Conduit Barrel 
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SPHERICAL 3 WAY TEE WITH AUTOBLOCK PLUG 
Size W H L C Class 300 

Stock N 
Class 600 
Stock N inch mm kg inch mm inch mm inch mm 

4 100 25 12 305 9,0 228 8,2 208 04 .300.02.0204.01.03 04 .600.02.0204.01.03 
6 150 65 15 381 10,0 254 9,1 231 06 .300.02.0206.01.03 06 .600.02.0206.01.03 
8 200 90 17 431 11,3 285 9,5 241 08 .300.02.0208.01.03 08 .600.02.0208.01.03 

10 250 138 21 533 13,5 343 11,5 292 10 .300.02.0210.01.03 10 .600.02.0210.01.03 
12 300 174 23 584 14,5 368 12,3 312 12 .300.02.0212.01.03 12 .600.02.0212.01.03 
14 355 230 27 685 16,8 426 12,3 312 14 .300.02.0214.01.03 14 .600.02.0214.01.03 
16 406 314 30 761 18,4 467 13,0 330 16 .300.02.0216.01.03 16 .600.02.0216.01.03 
18 457 356 32 812 20,2 513 13,5 343 18 .300.02.0218.01.03 18 .600.02.0218.01.03 
20 508 518 35 888 22,6 573 15,0 381 20 .300.02.0220.01.03 20 .600.02.0220.01.03 
22 558 620 39 990 24,7 627 16,2 411 22 .300.02.0222.01.03 22 .600.02.0222.01.03 
24 609 748 43 1091 27,3 693 18,0 457 24 .300.02.0224.01.03 24 .600.02.0224.01.03 

The figures indicated on the chart above may change 
All details of the spare parts (O-ring, internal plug, etc…) are available in the Bulletin Number: 2009.200.00 

Spherical 3 Way Tee are available in larger sizes upon customer’s request 

Conduit Barrel 3 Way Tee are also available from 20” upon customer’s request 
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The SLIM VALVE CLASS 150 for low pressure is a full 
opening, temporary valve. It is designed to be used 
with Hot-Tap & Linestop equipment and fittings. 
 
 
Its compact design reduces the length needed for the 
drilling machine’s boring bar to make taps. It requires 
only little space and is easy to handle. 
 
 
The SLIM VALVE for low pressure includes an opera-
tion handle. 
 
 
It is available in sizes in sizes 2” to 30” in Class 150 - 
larger sizes are available upon customer request. 
 
 
For SLIM VALVES CLASS 150, the maximum working 
pressure is 19 bar (275 PSI). 
 
 
All Slim Valves have passed a Hydrostatic Testing. 
There are other tests available according to the client’s 
specifications. 

Slim Valves 

Class 150 

Sizes 2” (50mm) and 3” (75mm) 
Hand Operated 

Sizes 4” (100mm) through 12” (300mm) 
Hand Operated 

Sizes 14” (350mm) through 30” (750mm) 
Hand Operated 
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The figures indicated on the chart above may change 
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Larger sizes can be designed upon customer’s request 
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SLIM VALVE CLASS 150  

Size W A  B  C   D   Class 150 
Stock Number  inch  mm  kg  inch  mm  inch  mm  inch  mm  inch  mm  

2  50  4  2,5  63,5  6,0  152,4  5,0  127,0  4,3  109,2  VS-02-150  

3  80  9  3,7  94,0  8,5  215,9  6,7  170,2  6,0  152,4  VS-03-150 

SLIM VALVE CLASS 150  

Size W A  B  C   D   Class 150 
Stock Number  inch  mm  kg  inch  mm  inch  mm  inch  mm  inch  mm  

4 100 34 4,2 106,7 13,5 342,9 9,0 228,6 9,0 228,6 VS-04-150 

6 150 65 5,3 134,6 18,5 469,9 11,0 279,4 12,5 317,5 VS-06-150 

8 200 95 5,7 144,8 22,3 566,4 13,5 342,6 15,3 388,6 VS-08-150 

12 300 205 6,0 152,4 32,0 812,8 19,0 482,6 22,0 558,8 VS-12-150 

SLIM VALVE CLASS 150  

Size W A  B  C   D   Class 150 
Stock Number  inch  mm  kg  inch  mm  inch  mm  inch  mm  inch  mm  

14 350 520 13,5 342,9 38,0 965,2 25 635,0 6,0 152,4 VS-14-150 

18 450 745 15,2 386,0 45,2 1148,1 26 660,4 7,0 177,8 VS-18-150 

20 500 910 17,5 444,0 53,4 1356,4 27 685,8 7,5 190,5 VS-20-150 

24 600 1655 19,8 502,0 58,5 1485,9 32 812,8 10,0 254,0 VS-24-150 

30 750 3580 21,0 533,4 64,7 1643,4 38 965,2 10,5 266,7 VS-30-150 

C 

D 

B 

A 

B 

A 
C 

D 

C 

D 

B 
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The SLIM VALVES CLASS 300 & 600 are designed to 
be used with Hot-Tap & Linestop equipment and fit-
tings. 
 
 
Specifically designed for Hot-Tap and Linestop Opera-
tions, its compact face-to-face dimension reduces the 
length needed for the drilling machine’s boring bar to 
make taps and therefore the installation time. Handling 
becomes easier and enables to use it where only small 
space is available. 
 
 
It is bidirectional and can be installed on the fitting in 
any direction (parallel or perpendicular to the pipeline). 
 
 
It is available in sizes 4” to 36” but larger sizes are 
available upon customer request. 
 
 
The SLIM VALVES CLASS 300 & 600 sized 18” and 
more are opened and closed with hydraulic equipment. 
Furthermore they are equipped with an internal equali-
zation pressure system. Each Slim Valve is tested at 
1.5 the maximum working pressure to guarantee its 
proofness. 
 
 
All Slim Valves have passed a Hydrostatic Testing. 
There are other tests available according to the client’s 
specifications. 

Slim Valves 

Class 300 & 600  

Sizes 4” (100mm) through 14” (350mm) 
Hand Operated 
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The figures indicated on the chart above may vary 
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Larger sizes can be designed upon customer’s request 
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Size W A  B  C  D   Class 300       
Stock Number   inch  mm  kg  inch  mm  inch  mm  inch  mm  inch  mm  

4  100  68  9,2  233,7  20,3  515,6  10,0  254,0  4,2  106,7  VS-04-300 
6  150  116  10,2  259,1  25,0  635,0  12,5  317,5  5,0  127,0  VS-06-300 
8  200  185  11,5  292,1  29,5  749,3  15,0  381,0  5,5  139,7  VS-08-300 

10  250  340  13,0  330,2  34,0  863,6  17,5  444,5  7,0  177,8  VS-10-300 

SLIM VALVE CLASS 300 

12  300  520  14,2  360,7  39,4  1000,8  20,5  520,7  7,2  182,9  VS-12-300 
14  350  725  16,0  406,4  42,0  1066,8  23,0  584,2  7,7  195,6  VS-14-300 
18  450  1050  18,7  475,0  47,5  1206,5  28,0  711,2  10,0  254,0  VS-18-300 
20  600  1455  19,5  495,3  56,0  1422,4  30,5  774,7  10,3  261,6  VS-20-300 
22  550  2175  20,5  520,7  72,0  1828,8  30,5  774,7  10,5  266,7  VS-22-300 
24  600  2405  22,2  563,9  95,0  2413,0  36,0  914,4  12,5  317,5  VS-24-300 
26  650  3130  25,7  652,8  108,0  2743,2  38,5  977,9  14,0  355,6  VS-26-300 
30  750  4530  28,0  711,2  118,0  2997,2  43,0  1092,2  16,2  411,5  VS-30-300 
36  900  5030  32,0  812,8  135,0  3429,0  50,0  1270,0  20,0  508,0  VS-36-300 

Size W A  B  C  D   Class 600       
Stock Number   inch  mm  kg  inch  mm  inch  mm  inch  mm  inch  mm  

4  100  80  10,7  271,8  21,3  541,0  10,0  254,0  5,0  127,0  VS-04-600 
6  150  240  13,5  342,9  26,2  665,5  24,0  609,6  6,5  165,1  VS-06-600 
8  200  251  14,2  360,7  31,3  795,0  16,5  419,1  7,3  185,4  VS-08-600 

10  250  431  16,5  419,1  37,0  939,8  20,0  508,0  8,0  203,2  VS-10-600 

SLIM VALVE CLASS 600 

12  300  680  18,5  469,9  41,0  1041,4  22,0  558,8  9,2  233,7  VS-12-600 
14  350  860  19,2  487,7  43,2  1097,3  23,5  596,9  10,1  256,5  VS-14-600 
16  400  1360  21,3  541,0  48,5  1231,9  27,0  685,8  11,2  284,5  VS-16-600 
18  450  1700  24,0  609,6  54,0  1371,6  29,7  754,4  13,5  342,9  VS-18-600 
20  600  2130  24,7  627,4  57,2  1452,9  32,0  812,8  13,5  342,9  VS-20-600 
22  550  2810  25,3  642,6  62,3  1582,4  34,5  876,3  14,0  355,6  VS-22-600 
24  600  2855  28,5  723,9  101,5  2578,1  37,0  939,8  14,0  355,6  VS-24-600 
26  650  3835  30,0  762,0  105,0  2667,0  40,0  1016,0  16,5  419,1  VS-26-600 
30  750  5340  33,5  850,9  119,5  3035,3  44,5  1130,3  17,5  444,5  VS-30-600 
36  900  10425  40,8  1036,3  140,7  3573,8  52,0  1320,8  25,5  647,7  VS-36-600 
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Pig Launcher & 

Receiver Traps 

The PIG LAUNCHERS & RECEIVERS are designed for the introduction and removal of various types and sizes 
of PIGS within a pipeline system. 
 
Both, PIG LAUNCHER & RECEIVER are equipped with quick opening closures according to ANSI codes. 
 
The standard receivers are provided with mechanical PIG passage indicators. They have a bypass or kick-out 
line that is approximately one-third the pipeline size. They are also equipped with pressure gauge (display unit), 
vent and drain outlets. 
 
PIG LAUNCHERS & RECEIVERS are available in sizes 10” through 48”. 
 
Tecpesa can also offer complete pigging systems – specialized according to the customer’s specifications. 
 
TECPESA’s standard PIG LAUNCHERS & RECEIVERS include pressure testing, 100% weld inspection and 
certification. 
 
The quality control is in accordance with the client’s specifications: Radiographic Testing, Ultrasonic Testing, 
Magnetic Particle Examination, Hydrostatic Pressure Testing are available. 
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PIG LAUNCHERS & RECEIVERS 
Diameters (inch) Dimensions (mm) 

ø1 ø2 øv A B C D E G H I K LT 
10 14 1 1/2 178 330 228 1000 584 360 1000 428 1812 2320 
12 16 1 1/2 203 356 228 1300 584 360 1300 453 2112 2671 
14 18 1 1/2 235 381 228 1450 584 360 1450 478 2262 2878 
16 20 1 1/2 356 508 228 1727 584 360 1727 504 2539 3403 
18 22 1 1/2 381 508 336 2092 638 360 2092 529 3066 3955 
20 24 1 1/2 508 508 336 2670 638 360 2670 555 3644 4660 
24 28 1 1/2 610 610 438 3430 689 360 3430 606 4557 5777 
26 30 2 610 610 438 3850 689 360 3850 631 4977 6197 
28 32 2 610 610 546 4110 734 360 4110 656 5390 6610 
30 34 2 610 610 546 4300 734 360 4300 682 5580 6800 
32 36 2 610 610 648 4300 794 360 4300 707 5742 6962 
34 38 2 610 610 648 4300 794 360 4300 733 5742 6962 
36 40 2 610 610 648 4300 794 360 4300 758 5742 6962 
38 42 2 610 610 648 4300 794 360 4300 783 5742 6962 
40 44 2 610 610 648 4300 794 360 4300 809 5742 6962 
48 52 2 711 711 812 4300 878 360 4300 910 5990 7412 

The figures indicated on the chart above may vary 
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Tapping Range 1/2” through 4” 

Boring Bar Travel TBL-182TH:        18”  (457 mm) 
TBL-242TH:        24”  (609 mm) 
TBL-302TH:        30”  (762 mm) 

Standard Feed Rate 0” to 1/8” per revolution 
Max. Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Max. Operating Temperature 700 F @ 700 PSI  (371ºC @ 48 bar) 
Adaptor Connection 2” 
Unrigged weight approx. 30 lb (13 kg) 

SPECIFICATION FOR TBL-182TH / TBL-242TH / TBL-302TH TAPPING EQUIPMENT  

Hot-Tap Equipment 
 TBL-182TH 
 TBL-242TH
 TBL-302TH 
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Specification Sheet 

The TECPESA TBL-182TH / TBL-242TH / TL-302TH Tapping 
Equipments are for performing small diameter Taps without shut-
down or reduction of flow. The Tapping range of these Machines is 
from 1/2” to 4”; it can also be used for Linestopping (2” and 3”) and 
to  install 2” and 3” threaded plugs. 
 
These Machines are available in three Boring Bar extensions: 18” 
for the TBL-182TH, 24” for the TBL-242TH, and 30” for the TBL-
302TH. 
 
All Machines are supplied complete with a steel transportation 
case, operation and maintenance manual, ratchet crank handle for 
manual operation and an optional air gun drive. 
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RAISED FACE ADAPTOR (FOR TBL-182TH / TBL-242TH / TBL-302TH) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

1 25 CP-182-01-150 CP-182-01-300 CP-182-01-600 
2 50 CP-182-02-150 CP-182-02-300 CP-182-02-600 
3 80 CP-182-03-150 CP-182-03-300 CP-182-03-600 
4 100 CP-182-04-150 CP-182-04-300 CP-182-04-600 

THREADED  ADAPTOR 
Size 

Stock Number 
inch mm 

2 50 CP-182-02-TH 
3 80 CP-182-03-TH 

 
 TBL-182TH  
                                          ACCESORIES FOR: TBL-242TH
 TBL-302TH 

SLIM VALVES (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size Class 150 Class 600 

inch mm Stock Number Stock Number 
2 50 VS-02-150 VS-02-600 
3 80 VS-03-150 VS-03-600 
4 100 VS-04-150 VS-04-600 

LINESTOP HEAD (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size 

Stock Number 
inch mm 

2 50 CO-182-02 
3 80 CO-182-03 

SEALING ELEMENT (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size Class 150 Class 600 

inch mm Stock Number Stock Number 
2 50 ES-02-150 ES-02-600 
3 80 ES-03-150 ES-03-600 

THREADED PLUG HOLDER (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size 

Stock Number 
inch mm 
2 - 3 50 PT-182-02.03 

HOLDER PILOT (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size Non SIZE-ON-SIZE SIZE-ON-SIZE 

inch mm Stock Number Stock Number 
2 50 BRP-182-02PLUS BRP-182-02 
3 80 BRP-182-03PLUS BRP-182-03 
4 100 BRP-182-04PLUS BRP-182-04 

HOLE SAW CUTTER (FOR TBL-182TH / TBL-242TH / TBL-302TH) 
Size 

Stock Number 
inch mm 

2 50 FR-182-02 
3 80 FR-182-03 
4 100 FR-182-04 

DRILL (FOR TBL-182TH / TBL-242TH / TBL-302TH) 

Size 
Stock Number 

inch mm 
½” 12,7 BR-322-0,5 
1 25 BR-322-01 

17/16” 36,5 BR-322-36,5 



 

 

Hot-Tap Equipment 
Specification Sheet TBL-0322 

Tapping Range 1” through 6” 
Boring Bar Travel 32”  (813 mm) 
Standard Auto Feed 0.006” per rev.  (0.15 mm per rev.) 
Speed 35 to 45 rpm Variable 
Maximum Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Maximum Operating Temp 500 F @ 1195 PSI  (260ºC @ 82 bar) 
Adaptor Connection 2” Class 600 RTJ 
Unrigged weight 270 lb  (130 kg) 

SPECIFICATION FOR TBL-0322 TAPPING EQUIPMENT   

TRANSPORTATION UNIT 
Mounting Brackets to Secure Drilling Equipment in Transit 
Tool Box with Ancillary Tools 

Supplied complete with: 
 High Torque Air Drive Motor Assembly 
 Machine Transportation Unit  
 Measuring Rod  
 Vent & Purge Valve  
 Tool Kit Comprising: 
 Toolbox 

Retainer Screw Wrench 
Drive Tube Bearing Retainer Wrench 
Inner Chevron Packing Tool 
Outer Chevron Packing Tool 
Inner Packing Retainer Wrench 
Outer Packing Retainer Wrench 
1.1/16” Combination Spanner 
Crank Handle 
2” 600 RTJ Gasket 
1 Set Machine to Adaptor Bolts (No 8 – 5/ 8” UNC x 21/2” Long) 

 Operations & Maintenance Manual 
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Bulletin nº: 2009.602.00 

The TBL-0322 Hot-Tap Equipments are furnished with a Air Drive Motor, but 
can also be supplied with an optional Hydraulic Power Pack. 
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                                          ACCESORIES FOR: TBL-0322  

RAISED FACE (RF) ADAPTOR (FOR TBL-0322) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

1 25 CP-322-01-150 CP-322-01-300 CP-322-01-600 
2 50 CP-322-02-150 CP-322-02-300 CP-322-02-600 
3 80 CP-322-03-150 CP-322-03-300 CP-322-03-600 
4 100 CP-322-04-150 CP-322-04-300 CP-322-04-600 
6 150 CP-322-06-150 CP-322-06-300 CP-322-06-600 

AUTOBLOCK PLUG HOLDER (for TBL-0322) 

Size 
Stock Number 

inch mm 
4 - 6 100 - 150 PT-322-04.06 

SLIM VALVES (FOR TBL-0322) 

Size Class 150 Class 300 Class 600 

inch mm Stock Number Stock Number Stock Number 
2 50 VS-02-150 VS-02-300 VS-02-600 

3 80 VS-03-150 VS-03-300 VS-03-600 

4 100 VS-04-150 VS-04-300 VS-04-600 

6 150 VS-06-150 VS-06-300 VS-06-600 

STANDARD CUTTER (for TBL-0322) 
Size 

Stock Number 
inch mm 

4 87 FR-322-04-87 

6 139 FR-322-06-139 

3 62 FR-322-03-62 

DRILL (for TBL-0322) 

Size 
Stock Number 

inch mm 
1 25 BR-322-01 

2 50 BR-322-02 

CUTTER HOLDER (for TBL-0322) 

Size 
Stock Number 

inch mm 
 3 - 4  80 - 100 PF-322-03.04 

 6   150  PF-322-06 

PILOT DRILL (for TBL-0322) 

Size 
Stock Number 

inch mm 
3 - 4 80 - 100 BR-322-03.04 

6 150 BR-322-06 

LINESTOP CUTTER (Low Pressure)
(for TBL-0322) 

Size 
Stock Number 

inch mm 
4 98 FR-322-04-98 

6 149 FR-322-06-149 

LINESTOP CUTTER (for TBL-0322) 
Size 

Stock Number 
inch mm 

4 100 FR-322-04-100 

6 150 FR-322-06-150 

3 73 FR-322-03-73 



 

 

Hot-Tap Equipment 
Specification Sheet TBL-0444 

Tapping Range 4” through 12” 
Boring Bar Travel 44”  (1118 mm) 
Standard Auto Feed 0.006” per rev.  (0.15 mm per rev.) 
Speed 35 to 45 rpm Variable 
Maximum Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Maximum Operating Temp 500 F @ 1195 PSI  (260ºC @ 82 bar) 
Adaptor Connection 4” Class 600 RTJ 
Unrigged weight 700 lb  (320 kg) 

SPECIFICATION FOR TBL-0444 TAPPING EQUIPMENT   

TRANSPORTATION UNIT 
Mounting Brackets to Secure Drilling Equipment in Transit 
Tool Box with Ancillary Tools 

Supplied complete with: 
 High Torque Air Drive Motor Assembly 
 Machine Transportation Unit  
 Measuring Rod  
 Vent & Purge Valve  
 Tool Kit Comprising: 
 Toolbox 

Retainer Screw Wrench 
Drive Tube Bearing Retainer Wrench 
Inner Chevron Packing Tool 
Outer Chevron Packing Tool 
Inner Packing Retainer Wrench 
Outer Packing Retainer Wrench 
1.1/16” Combination Spanner 
Crank Handle 
4” 600 RTJ Gasket 
1 Set Machine to Adaptor Bolts (No 8 – 5/ 8” UNC x 21/2” Long) 

 Operations & Maintenance Manual 
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Bulletin nº: 2009.603.00 

The TBL-0444 Hot-Tap Equipments are furnished with a Air Drive Motor, but 
can also be supplied with an optional Hydraulic Power Pack. 
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                                          ACCESORIES FOR: TBL-0444  

RAISED FACE (RF) ADAPTOR (FOR TBL-0444) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

4 100 CP-444-04-150 CP-444-04-300 CP-444-04-600 
6 150 CP-444-06-150 CP-444-06-300 CP-444-06-600 
8 200 CP-444-08-150 CP-444-08-300 CP-444-08-600 

10 250 CP-444-10-150 CP-444-10-300 CP-444-10-600 
12 300 CP-444-12-150 CP-444-12-300 CP-444-12-600 

STANDARD CUTTER (for TBL-0444) 

Size 
Stock Number 

inch mm 
4 87 FR-444-04-87 
6 139 FR-444-06-139 
8 186 FR-444-08-186 

10 241 FR-444-10-241 
12 292 FR-444-12-292 

LINESTOP CUTTER (Low Pressure)             
(for TBL-0444) 

Size 
Stock Number inch mm 

4 98 FR-444-04-98 
6 149 FR-444-06-149 
8 197 FR-444-08-197 

10 248 FR-444-10-248 
12 298 FR-444-12-298 

SLIM VALVES (FOR TBL-0444) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

4 100 VS-04-150 VS-04-300 VS-04-600 
6 150 VS-06-150 VS-06-300 VS-06-600 
8 200 VS-08-150 VS-08-300 VS-08-600 

10 250 VS-10-150 VS-10-300 VS-10-600 
12 300 VS-12-150 VS-12-300 VS-12-600 

AUTOBLOCK PLUG HOLDER (for TBL-0444) 

Size 
Stock Number 

inch mm 
 4 - 12 100 - 300 PT-444-04.12 

CUTTER HOLDER (for TBL-0444) 

Size 
Stock Number 

inch mm 
 4  100 PF-444-04 

 6 - 12  150 - 300 PF-444-06.12 

PILOT DRILL (for TBL-0444) 

inch mm Stock Number 
4 100 BR-444-04 
6 150 BR-444-06 
8 200 BR-444-08 

10 250 BR-444-10 
12 300 BR-444-12 

LINESTOP CUTTER (for TBL-0444) 

Size 
Stock Number inch mm 

4 100 FR-444-04-100 
6 150 FR-444-06-150 
8 200 FR-444-08-200 

10 251 FR-444-10-251 
12 300 FR-444-12-300 



 

 

Hot-Tap Equipment 
Specification Sheet TBL-0664 

Tapping Range 4” through 16” 
Boring Bar Travel 66”  (1676 mm) 
Standard Auto Feed 0.004” per rev.  (0.1mm per rev.) 
Speed 30 to 37 rpm Variable 
Maximum Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Maximum Operating Temp 500 F @ 1195 PSI  (260ºC @ 82 bar) 
Adaptor Connection 4” Class 600 RTJ 
Unrigged weight 880 lb  (400 kg) 

SPECIFICATION FOR TBL-0664 TAPPING EQUIPMENT   

TRANSPORTATION UNIT 
Mounting Brackets to Secure Drilling Equipment in Transit 
Tool Box with Ancillary Tools 
Detachable Ladder and Working Platform 

Supplied complete with: 
 Duel High Torque Drive Motors 
 Machine Transportation Unit  
 Measuring Rod  
 Vent & Purge Valve  
 Tool Kit Comprising: 

Toolbox 
Retainer Screw Wrench 
Drive Tube Bearing Retainer Wrench 
Inner Chevron Packing Tool 
Outer Chevron Packing Tool 
Inner Packing Retainer Wrench 
Outer Packing Retainer Wrench 
1.7/16” Combination Spanner 
Crank Handle 
4” 600 RTJ Gasket 
1 set Machine to Adaptor Bolts (No 8 – 7/ 8” UNC x 3” Long) 

 Operations & Maintenance Manual 
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Bulletin nº: 2009.604.00 

Engine Output 34.4 Hp  (25.3Kw) @ 2350 rpm 
Pressure Relief Setting 2175 PSI  (150 bar) 
Gear Pump Volume & Delivery 50.9 cc/rev. 81 l/min @ 1850 rpm 
Hydraulic Oil Tank Capacity 36  Gallons  (165 Liters) 
Flow Control 0 - 28 Gallons/Min  (0 -127 l/min) 
Weight 2200 lb.  (1000 kg). 
Dimensions H 1400mm W 900mm L 1300mm 

HPP-0081 Hydraulic Power Pack (USE FOR TBL-0664 TAPPING EQUIPMENT 
AND TBL-ACT0412 LINESTOP EQUIPMENT) 

Supplied complete with: 
 Hatz 2 Cylinder Diesel Engine 
 Electric Start 
 Hazardous Atmosphere Shut Off Valve 
 Spark Arrester  
 Pressure Relief Valve 
 Suction and Return Filters  
 Pressure Gauge  
 Variable Flow Control 
 Flow On/Off Valve 
 3/4” x 50 ft Pressure Hose with Industry Standard Quick Connection 
 1” x 50 ft Return Hose with Industry Standard Quick Connection 
 3/8” x 50 ft Drain Hose with Industry Standard Quick Connection 
 Hydraulic Oil Tank 
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                                          ACCESORIES FOR: TBL-0664  

RAISED FACE (RF) ADAPTOR (FOR TBL-0664) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

4 100 CP-664-04-150 CP-664-04-300 CP-664-04-600 
6 150 CP-664-06-150 CP-664-06-300 CP-664-06-600 
8 200 CP-664-08-150 CP-664-08-300 CP-664-08-600 

10 250 CP-664-10-150 CP-664-10-300 CP-664-10-600 
12 300 CP-664-12-150 CP-664-12-300 CP-664-12-600 
14 350 CP-664-14-150 CP-664-14-300 CP-664-14-600 
16 400 CP-664-16-150 CP-664-16-300 CP-664-16-600 

STANDARD CUTTER (for TBL-0664) 

Size 
Stock Number 

inch mm 
4 87 FR-664-04-87 
6 139 FR-664-06-139 
8 186 FR-664-08-186 

10 241 FR-664-10-241 
12 292 FR-664-12-292 
14 324 FR-664-14-324 
16 373 FR-664-16-373 

LINESTOP CUTTER (for TBL-0664) 

Size 
Stock Number inch mm 

4 98 FR-664-04-98 
6 149 FR-664-06-149 
8 198 FR-664-08-198 

10 248 FR-664-10-248 
12 298 FR-664-12-298 
14 332 FR-664-14-332 
16 383 FR-664-16-383 

SLIM VALVES (FOR TBL-0664) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

4 100 VS-04-150 VS-04-300 VS-04-600 
6 150 VS-06-150 VS-06-300 VS-06-600 
8 200 VS-08-150 VS-08-300 VS-08-600 

10 250 VS-10-150 VS-10-300 VS-10-600 
12 300 VS-12-150 VS-12-300 VS-12-600 
14 350 VS-14-150 VS-14-300 VS-14-600 
16 400 VS-16-150 VS-16-300 VS-16-600 

AUTOBLOCK PLUG HOLDER (for TBL-0664) 

Size 
Stock Number 

inch mm 
 4 - 16 100 - 400 PT-664-04.16 

CUTTER HOLDER (for TBL-0664) 

Size 
Stock Number 

inch mm 
 4  100 PF-664-04 

 6 - 16  150 - 400 PF-664-06.16 

PILOT DRILL (for TBL-0664) 

Stock Number inch mm 
4 100 BR-664-04 
6 150 BR-664-06 
8 200 BR-664-08 

10 250 BR-664-10 
12 300 BR-664-12 
14 350 BR-664-14 
16 400 BR-664-16 



 

 

Supplied complete with: 
 Deutz 3 Cylinder Diesel Engine 
 Electric Start 
 Hazardous Atmosphere Shut Off Valve 
 Spark Arrester  
 Pressure Relief Valve 
 Suction and Return Filters  
 Pressure Gauge  
 Variable Flow Control 
 Flow On/Off Valve 
 1” x 50 ft Pressure Hose with Industry Standard Quick Connection 
 11/4” x 50 ft Return Hose with Industry Standard Quick Connection 
 3/8” x 50 ft Drain Hose with Industry Standard Quick Connection 
 Hydraulic Oil Tank 

Hot-Tap Equipment 
Specification Sheet TBL-1106 

Tapping Range 12” through 42” 
Boring Bar Travel 110”  (2795 mm) 
Standard Auto Feed 0.004” per rev.  (0.1mm per rev) 
Speed 8 to 21 rpm Variable 
Max. Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Max. Operating Temp 500 F @ 1195 PSI  (260ºC @ 82 bar) 
Adaptor Connection 6” Class 600 RTJ 
Unrigged weight 3300 lb  (1500 kg) 

SPECIFICATION FOR TBL-1106 TAPPING EQUIPMENT   

TRANSPORTATION UNIT 
Mounting Brackets to Secure Drilling Machine in Transit 

Tool Box with Ancillary Tools 
Detachable Ladder and Working Platform 
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Bulletin nº: 2009.605.00 

Engine Output 53.6 Hp (40 Kw) @ 2500 rpm 
Pressure Relief Setting 2524 PSI (174 bar) 
Gear Pump Volume & Delivery 70.74 cc/rev. 127 l/min @ 2000 rpm 
Hydraulic Oil Tank Capacity 83.5  Gallons  (380 liters) 
Flow Control 0 - 28 Gallons/Min  (0 -127 l/min) 
Weight 1500 Kg. 
Dimensions H 1550mm W 1500mm L 1850mm 

HPP-0127 Hydraulic Power Pack  (USE FOR TBL-1106 TAPPING EQUIPMENT AND 
TBL-ACT0412 / TBL-ACT1420 / TBL-ACT2234 / TBL-ACT3648 LINESTOP EQUIPMENT)  

Supplied complete with: 
 High Torque Drive Motor 
 Rapid Boring Bar Retract/ Advance Motor 
 Machine Transportation Unit  
 Detachable Platform Ladder 
 Measuring Rod  
 Vent & Purge Valve  
 Tool Kit Comprising: 
 Toolbox 
 C Spanner 

 Retainer Screw Wrench 
 Drive Tube Bearing Retainer Wrench 
 Inner Chevron Packing Tool 
 Outer Chevron Packing Tool 
 Inner Packing Retainer Wrench 
 Outer Packing Retainer Wrench 
 1.5/8” Combination Spanner 
 Crank Handle 
 6” 600 RTJ Gasket 
 1 set Machine to Adaptor Bolts (No 12 - 1” UNC x 3.1/2” Long) 

 Operations & Maintenance Manual 
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                                          ACCESORIES FOR: TBL-1106  

AUTOBLOCK PLUG HOLDER (for TBL-1106) 

Size 
Stock Number 

inch mm 
12 - 42 300 - 1050 PT-1106-12.42 

CUTTER HOLDER (for TBL-1106) 

Size 
Stock Number 

inch mm 
12 - 42 300 - 1050 PF-1106-12.42 

RAISED FACE (RF) ADAPTOR (FOR TBL-1106) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

12 300 CP-1106-12-150 CP-1106-12-300 CP-1106-12-600 
14 350 CP-1106-14-150 CP-1106-14-300 CP-1106-14-600 
16 400 CP-1106-16-150 CP-1106-16-300 CP-1106-16-600 
18 450 CP-1106-18-150 CP-1106-18-300 CP-1106-18-600 
20 500 CP-1106-20-150 CP-1106-20-300 CP-1106-20-600 
22 550 CP-1106-22-150 CP-1106-22-300 CP-1106-22-600 
24 600 CP-1106-24-150 CP-1106-24-300 CP-1106-24-600 
26 650 CP-1106-26-150 CP-1106-26-300 CP-1106-26-600 
28 700 CP-1106-28-150 CP-1106-28-300 CP-1106-28-600 
30 750 CP-1106-30-150 CP-1106-30-300 CP-1106-30-600 
32 800 CP-1106-32-150 CP-1106-32-300 CP-1106-32-600 
34 850 CP-1106-34-150 CP-1106-34-300 CP-1106-34-600 
36 900 CP-1106-36-150 CP-1106-36-300 CP-1106-36-600 
38 950 CP-1106-38-150 CP-1106-38-300 CP-1106-38-600 
40 1000 CP-1106-40-150 CP-1106-40-300 CP-1106-40-600 
42 1050 CP-1106-42-150 CP-1106-42-300 CP-1106-42-600 

STANDARD CUTTER 
(for TBL-1106) 

Size 
Stock Number 

inch mm 
12 292 FR-1106-12-292 
14 324 FR-1106-14-324 
16 373 FR-1106-16-373 
18 383 FR-1106-18-383 
20 432 FR-1106-20-432 
22 483 FR-1106-22-483 
24 533 FR-1106-24-533 
26 584 FR-1106-26-584 
28 635 FR-1106-28-635 
30 686 FR-1106-30-686 
32 737 FR-1106-32-737 
34 787 FR-1106-34-787 
36 838 FR-1106-36-838 
38 889 FR-1106-38-889 
40 940 FR-1106-40-940 
42 991 FR-1106-42-991 

LINESTOP CUTTER 
(for TBL-1106) 

Size 
Stock Number 

inch mm 

16 383 FR-1106-16-383 
18 432 FR-1106-18-432 
20 483 FR-1106-20-483 
22 533 FR-1106-22-533 
24 584 FR-1106-24-584 
26 635 FR-1106-26-635 
28 686 FR-1106-28-686 
30 737 FR-1106-30-737 
32 787 FR-1106-32-787 
34 838 FR-1106-34-838 
36 889 FR-1106-36-889 
38 940 FR-1106-38-940 
40 991 FR-1106-40-991 
42 1041 FR-1106-42-1041 

12 300 FR-1106-12-300 
14 332 FR-1106-14-332 

PILOT DRILL                          
(for TBL-1106) 

Size 
Stock Number 

inch mm 

16 400 BR-1106-16 
18 450 BR-1106-18 
20 500 BR-1106-20 
22 550 BR-1106-22 
24 600 BR-1106-24 
26 650 BR-1106-26 
28 700 BR-1106-28 
30 750 BR-1106-30 
32 800 BR-1106-32 
34 850 BR-1106-34 
36 900 BR-1106-36 
38 950 BR-1106-38 
40 1000 BR-1106-40 
42 1050 BR-1106-42 

12 300 BR-1106-12 
14 350 BR-1106-14 

SLIM VALVES (FOR TBL-1106) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

12 300 VS-12-150 VS-12-300 VS-12-600 
14 350 VS-14-150 VS-14-300 VS-14-600 
16 400 VS-16-150 VS-16-300 VS-16-600 
18 450 VS-18-150 VS-18-300 VS-18-600 
20 500 VS-20-150 VS-20-300 VS-20-600 
22 550 VS-22-150 VS-22-300 VS-22-600 
24 600 VS-24-150 VS-24-300 VS-24-600 
26 650 VS-26-150 VS-26-300 VS-26-600 
28 700 VS-28-150 VS-28-300 VS-28-600 
30 750 VS-30-150 VS-30-300 VS-30-600 
32 800 VS-32-150 VS-32-300 VS-32-600 
34 850 VS-34-150 VS-34-300 VS-34-600 
36 900 VS-36-150 VS-36-300 VS-36-600 
38 950 VS-38-150 VS-38-300 VS-38-600 
40 1000 VS-40-150 VS-40-300 VS-40-600 
42 1050 VS-42-150 VS-42-300 VS-42-600 



 

 

Hot-Tap Equipment 
Specification Sheet TBL-1512 

Tapping Range 24” through 60” 
Boring Bar Travel 150" (3810mm) 
Standard Feed Rate 0 to 0.125" (0 to 3.2mm) 
Boring Bar Revolution 0 to 20 rpm  
Max. Operating Pressure 1480 PSI @ 100 F  (102 bar @ 38ºC) 
Max. Operating Temp 500 F @ 1195 PSI  (260ºC @ 82 bar) 
Adaptor Connection 12” Class 600 RTJ 
Unrigged weight 9200lb  (4180 kg) 

SPECIFICATION FOR TBL-1512 TAPPING EQUIPMENT   

TRANSPORTATION UNIT 
Tool Box with Ancillary Tools 

Detachable Ladder and Working Platform 
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Bulletin nº: 2009.606.00 

Engine Output 65Hp @ 2500 rpm 
Pressure Relief Setting 2000 PSI (138 bar) 
Pump Delivery 45 Gallon/Minute (200l/min) 
Hydraulic Oil Tank Capacity 100 Gallons  (380 liters) 
Flow Control 0 - 45 Gallons/Min  (0 –200 l/min) 
Weight 2250 Kg. 
Dimensions H 2200mm W 2200mm L 2600mm 

HPP-0200 Hydraulic Power Pack  (USE FOR TBL-1512 TAPPING EQUIPMENT)  

Supplied complete with: 
 
 High Torque Drive Motor 
 High Torque Feed Motor 
 Machine Transportation Unit  
 Product Vent & Purge Valve  
        
 Tool Kit Comprising: 
 Toolbox 
 Full set of Special Wrenches 

 Chevron Packing Tool 
 1 set Machine to Adaptor Bolts (No 20 - 11/4” x 8 UN x 31/4” Long) 
    2” A/F combination Spanner 
 

 Operations & Maintenance Manual 

Supplied complete with: 

 Deutz 4 Cylinder Diesel Engine 
 Electric Start 
 Hazardous Atmosphere Shut Off Valve 
 Spark Arrester  
 Pressure Relief Valve 
 Suction and Return Filters  
 Pressure Gauge  
 Variable Flow Control 
 Flow On/Off Valve 
 1” x 50 ft Pressure Hose with Industry Standard Quick Connection 
 11/4” x 50 ft Return Hose with Industry Standard Quick Connection 
 3/8” x 50 ft Drain Hose with Industry Standard Quick Connection 
 Hydraulic Oil Tank 
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                                          ACCESORIES FOR: TBL-1512 

AUTOBLOCK PLUG HOLDER (for TBL-1512) 

Size 
Stock Number 

inch mm 
24 - 60 610 - 1524 PT-1512-24.60 

CUTTER HOLDER (for TBL-1512) 

Size 
Stock Number 

inch mm 
24 - 60 610 - 1524 PF-1512-24.60 

RAISED FACE (RF) ADAPTOR (FOR TBL-1512) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

24 600 CP-1512-24-150 CP-1512-24-300 CP-1512-24-600 
26 650 CP-1512-26-150 CP-1512-26-300 CP-1512-26-600 
28 700 CP-1512-28-150 CP-1512-28-300 CP-1512-28-600 
30 750 CP-1512-30-150 CP-1512-30-300 CP-1512-30-600 
32 800 CP-1512-32-150 CP-1512-32-300 CP-1512-32-600 
34 850 CP-1512-34-150 CP-1512-34-300 CP-1512-34-600 
36 900 CP-1512-36-150 CP-1512-36-300 CP-1512-36-600 
38 950 CP-1512-38-150 CP-1512-38-300 CP-1512-38-600 
40 1000 CP-1512-40-150 CP-1512-40-300 CP-1512-40-600 
42 1050 CP-1512-42-150 CP-1512-42-300 CP-1512-42-600 
44 1118 CP-1512-44-150 CP-1512-44-300 CP-1512-44-600 
46 1168 CP-1512-46-150 CP-1512-46-300 CP-1512-46-600 
48 1219 CP-1512-48-150 CP-1512-48-300 CP-1512-48-600 
50 1270 CP-1512-50-150 CP-1512-50-300 CP-1512-50-600 
52 1321 CP-1512-52-150 CP-1512-52-300 CP-1512-52-600 
54 1372 CP-1512-54-150 CP-1512-54-300 CP-1512-54-600 
56 1422 CP-1512-56-150 CP-1512-56-300 CP-1512-56-600 
58 1473 CP-1512-58-150 CP-1512-58-300 CP-1512-58-600 
60 1524 CP-1512-60-150 CP-1512-60-300 CP-1512-60-600 

STANDARD CUTTER 
(for TBL-1512) 

Size 
Stock Number 

inch mm 
24 533 FR-1512-24-533 
26 584 FR-1512-26-584 
28 635 FR-1512-28-635 
30 686 FR-1512-30-686 
32 737 FR-1512-32-737 
34 787 FR-1512-34-787 
36 838 FR-1512-36-838 
38 889 FR-1512-38-889 
40 940 FR-1512-40-940 
42 991 FR-1512-42-991 
44 1039 FR-1512-44-1039 
46 1087 FR-1512-46-1087 
48 1135 FR-1512-48-1135 
50 1183 FR-1512-50-1183 
52 1231 FR-1512-52-1231 
54 1279 FR-1512-54-1279 
56 1327 FR-1512-56-1327 
58 1375 FR-1512-58-1375 
60 1423 FR-1512-60-1423 

LINESTOP CUTTER 
(for TBL-1512) 

Size 
Stock Number 

inch mm 

28 686 FR-1512-28-686 
30 737 FR-1512-30-737 
32 787 FR-1512-32-787 
34 838 FR-1512-34-838 
36 889 FR-1512-36-889 
38 940 FR-1512-38-940 
40 991 FR-1512-40-991 
42 1041 FR-1512-42-1041 
44 1091 FR-1512-44-1091 
46 1141 FR-1512-46-1141 
48 1191 FR-1512-48-1191 
50 1241 FR-1512-50-1241 
52 1291 FR-1512-52-1291 
54 1341 FR-1512-54-1341 

24 584 FR-1512-24-584 
26 635 FR-1512-26-635 

56 1391 FR-1512-56-1391 
58 1441 FR-1512-58-1441 
60 1491 FR-1512-60-1491 

PILOT DRILL                          
(for TBL-1512) 

Size 
Stock Number 

inch mm 

28 700 BR-1512-28 
30 750 BR-1512-30 
32 800 BR-1512-32 
34 850 BR-1512-34 
36 900 BR-1512-36 
38 950 BR-1512-38 
40 1000 BR-1512-40 
42 1050 BR-1512-42 
44 1100 BR-1512-44 
46 1150 BR-1512-46 
48 1200 BR-1512-48 
50 1250 BR-1512-50 
52 1300 BR-1512-52 
54 1350 BR-1512-54 

24 600 BR-1512-24 
26 650 BR-1512-26 

56 1400 BR-1512-56 
58 1450 BR-1512-58 
60 1500 BR-1512-60 

SLIM VALVES (FOR TBL-1512) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

24 600 VS-24-150 VS-24-300 VS-24-600 
26 650 VS-26-150 VS-26-300 VS-26-600 
28 700 VS-28-150 VS-28-300 VS-28-600 
30 750 VS-30-150 VS-30-300 VS-30-600 
32 800 VS-32-150 VS-32-300 VS-32-600 
34 850 VS-34-150 VS-34-300 VS-34-600 
36 900 VS-36-150 VS-36-300 VS-36-600 
38 950 VS-38-150 VS-38-300 VS-38-600 
40 1000 VS-40-150 VS-40-300 VS-40-600 
42 1050 VS-42-150 VS-42-300 VS-42-600 
44 1100 VS-44-150 VS-44-300 VS-44-600 
46 1150 VS-46-150 VS-46-300 VS-46-600 
48 1200 VS-48-150 VS-48-300 VS-48-600 
50 1250 VS-50-150 VS-50-300 VS-50-600 
52 1300 VS-52-150 VS-52-300 VS-52-600 
54 1350 VS-54-150 VS-54-300 VS-54-600 
56 1400 VS-56-150 VS-56-300 VS-56-600 
58 1450 VS-58-150 VS-58-300 VS-58-600 
60 1500 VS-60-150 VS-60-300 VS-60-600 
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Linestop Equipment 
TBL-MPT 

  TBL-MO612 

TBL-MPT 

Specification for TBL-MO612 

Plugging head size range 4” through 12” 

Max. working pressure 34 bar (493 psi) 

Control Bar Reach 48” (1219 mm) 

Length 60“ (1520 mm) 

Weight 32 kgs (70 lbs) 

TBL-MO612 

Specification for TBL-MPT 

Plugging head size range 2” through 4” 

Max. working pressure 34 bar (493 psi) 

Control Bar Reach 28” (715 mm) 

Length 43“ (1100 mm) 

Weight 18 kgs (70 lbs) 

The TECPESA Manual Cylinder are 
used to provide efficient and economical 
means of stopping off mains for repairs, 
relocations or additions. 
 
The TBL-MPT has the capability of plug-
ging a line from 2” to 4” and the TBL-
MO612 can plug 4” through 12”. Both 
models can operate at a maximum work-
ing pressure of 34 bar (493 PSI). 

42 

Bulletin nº: 2009.607.00 

Manual Cylinder 



 

 

 
                                     ACCESORIES FOR:     

Bulletin nº: 2009.607.00 

The figures indicated on the chart above may change 
 

TECPESA, S.A. 
Rosselló 216 - Planta 11 - 08008  Barcelona - Spain       sales@tecpesa.com 
Tel: +34 934 510 760          Fax: +34 934 510 793                   www.tecpesa.com                

43 

 
                                                                       TBL-MPT 

                                                                        TBL-MO612 

LINESTOP HOUSING (FOR TBL-MPT) 

Size Class 150 
inch mm Stock Number 

2 50 CIL-MPT-02 
3 75 CIL-MPT-03 
4 100 CIL-MPT-04 

SLIM VALVES (FOR TBL-MPT) 

Size Class 150 
inch mm Stock Number 

2 50 VS-02-150 
3 75 VS-03-150 
4 100 VS-04-150 

SEALING ELEMENT (FOR TBL-MPT) 

Size Class 150 
inch mm Stock Number 

2 50 ES-02-150 
3 75 ES-03-150 
4 100 ES-04-150 

LINESTOP HEAD (for TBL-MPT) 

Size Class 150 
inch mm 

2 50 CO-MPT-02-150 
3 75 CO-MPT-03-150 
4 100 CO-MPT-04-150 

Stock Number 

                                
TBL-MPT 

                         
TBL-MO612 

LINESTOP HOUSING (FOR TBL-MO612) 

Size Class 150 
inch mm Stock Number 

4 100 CIL-MO612-04-150 
6 150 CIL –MO612-06-150 
8 200 CIL –MO612-08-150 

10 300 CIL –MO612-10-150 
12 300 CIL –MO612-12-150 

SLIM VALVES (FOR TBL-MO612) 

Size Class 150 
inch mm Stock Number 

4 100 VS-04-150 
6 150 VS-06-150 
8 200 VS-08-150 

10 300 VS-10-150 
12 300 VS-12-150 

LINESTOP HEAD (for TBL-MO612) 

Size Class 150 
inch mm Stock Number 

4 100 CO-MO612-04-150 
6 150 CO-MO612-06-150 
8 200 CO-MO612-08-150 

10 300 CO-MO612-10-150 
12 300 CO-MO612-12-150 

SEALING ELEMENT (FOR TBL-MO612) 

Size Class 150 
inch mm Stock Number 

4 100 ES-04-150 
6 150 ES-06-150 
8 200 ES-08-150 

10 150 ES-10-150 
12 300 ES-12-150 



 

 

Linestop Equipment 
TBL-ACT0412 

  TBL-ACT1420 
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The TECPESA Hydraulic Cylinder are used to temporary isolate 
a section of a pipeline for maintenance (repairs or additions)  
without shutdown of the line. 
 
The Hydraulic Cylinder is used with the corresponding housing 
and plugging head according to the diameter of the line.  
 
Covering a range from 4” to 48”, the different Hydraulic Cylinder 
have a maximum working pressure of 102 bars (1.480 PSI) and a 
maximum operating temperature of 83ºC (181 F). 
 
The Hydraulic Cylinder has a control bar with a direct reading 
scale and sight hole enabling indication and control of the pro-
gression of the plugging head. Operation is made easy by way of 
the position of the control valve situated at the lower end of the 
Hydraulic Cylinder. 

44 

Bulletin nº: 2009.608.00 

TBL-ACT1420 HYDRAULIC CYLINDER (USE WITH HPP-0127 HYDRAULIC PACK) 
Plugging head size range 14” through 20” 

Hydraulic oil capacity 87 litres (19 Imp Gallons) 

Control Bar Reach 102” (2641 mm) 

Length 135” (3440 mm) 

Weight 450 kg (992 lb) 

TBL-ACT0412 HYDRAULIC CYLINDER (USE WITH HPP-081 HYDRAULIC PACK) 
Plugging head size range 4” through 12” 

Hydraulic oil capacity 29,5 litres (6,5 Imp Gallons) 

Control Bar Reach 72” (1829 mm) 

Length 136” (3440 mm) 

Weight 135 kg (297 lb) 

HYDRAULIC  SYSTEM  REQUIREMENTS 
Flow Rate Variable 

Pressure 102 bar (1.480 PSI) 

Hydraulic Cylinder 
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                                                                        TBL-ACT0412 
                                                                        TBL-ACT1420 

LINESTOP HOUSING (FOR TBL-ACT0412) 
Size Class 150 Class 300 Class 600 

inch mm Stock Number Stock Number Stock Number 
4 100 CIL-ACT0412-04-150 CIL-ACT0412-04-300 CIL-ACT0412-04-600 
6 150 CIL-ACT0412-06-150 CIL-ACT0412-06-300 CIL-ACT0412-06-600 
8 200 CIL-ACT0412-08-150 CIL-ACT0412-08-300 CIL-ACT0412-08-600 

10 250 CIL-ACT0412-10-150 CIL-ACT0412-10-300 CIL-ACT0412-10-600 
12 300 CIL-ACT0412-12-150 CIL-ACT0412-12-300 CIL-ACT0412-12-600 

SLIM VALVES (FOR TBL-ACT0412) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

4 100 VS-04-150 VS-04-300 VS-04-600 
6 150 VS-06-150 VS-06-300 VS-06-600 
8 200 VS-08-150 VS-08-300 VS-08-600 

10 250 VS-10-150 VS-10-300 VS-10-600 
12 300 VS-12-150 VS-12-300 VS-12-600 

SEALING ELEMENT (FOR TBL-ACT0412) 

Size Class 150 Class 600 
inch mm Stock Number Stock Number 

4 100 ES-04-150 ES-04-600 
6 150 ES-06-150 ES-06-600 
8 200 ES-08-150 ES-08-600 

10 250 ES-10-150 ES-10-600 
12 300 ES-12-150 ES-12-600 

LINESTOP HEAD (for TBL-ACT0412) 

Size Class 600 
inch mm 

4 100 CO-ACT0412-04-600 
6 150 CO-ACT0412-06-600 
8 200 CO-ACT0412-08-600 

10 250 CO-ACT0412-10-600 
12 300 CO-ACT0412-12-600 

Stock Number 

LINESTOP HEAD (for TBL-ACT1420) 

Size Class 600 
inch mm 

14 350 CO-ACT1420-14-600 
16 400 CO-ACT1420-16-600 
18 450 CO-ACT1420-18-600 
20 500 CO-ACT1420-20-600 

Stock Number 

SEALING ELEMENT (FOR TBL-ACT1420) 

Size Class 150 Class 600 
inch mm Stock Number Stock Number 

14 350 ES-14-150 ES-14-600 
16 400 ES-16-150 ES-16-600 
18 450 ES-18-150 ES-18-600 
20 500 ES-20-150 ES-20-600 

SLIM VALVES (FOR TBL-ACT1420) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

14 350 VS-14-150 VS-14-300 VS-14-600 
16 400 VS-16-150 VS-16-300 VS-16-600 
18 450 VS-18-150 VS-18-300 VS-18-600 
20 500 VS-20-150 VS-20-300 VS-20-600 

                                
TBL-ACT0412 

                         
TBL-ACT1420 

LINESTOP HOUSING (FOR TBL-ACT1420) 

Size Class 150 Class 300 Class 600 

inch mm 
Stock Number Stock Number Stock Number 

14 350 CIL-ACT1420-14-150 CIL-ACT1420-14-300 CIL-ACT1420-14-600 
16 400 CIL-ACT1420-16-150 CIL-ACT1420-16-300 CIL-ACT1420-16-600 
18 450 CIL-ACT1420-18-150 CIL-ACT1420-18-300 CIL-ACT1420-18-600 
20 500 CIL-ACT1420-20-150 CIL-ACT1420-20-300 CIL-ACT1420-20-600 



 

 

Linestop Equipment 
TBL-ACT2234 

  TBL-ACT3648 
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Hydraulic Cylinder 

TBL-ACT2234 HYDRAULIC CYLINDER (USE WITH HPP-0127 HYDRAULIC PACK) 
Plugging head size range 22” through 34” 

Hydraulic oil capacity 191 litres (42 Imp Gallons) 

Control Bar Reach 140” (3556 mm) 

Length 176” (4468 mm) 

Weight 740 kg (1630 lb) 

TBL-ACT3648 HYDRAULIC CYLINDER (USE WITH HPP-0127 HYDRAULIC PACK) 
Plugging head size range 36” through 48” 

Hydraulic oil capacity 291 litres (64 Imp Gallons) 

Control Bar Reach 140” (3556 mm) 

Length 176” (4468 mm) 

Weight 1320 kg (2910 lb) 

HYDRAULIC  SYSTEM  REQUIREMENTS 
Flow Rate Variable 

Pressure 102 bar (1.480 PSI) 

The TECPESA Hydraulic Cylinder are used to temporary isolate 
a section of a pipeline for maintenance (repairs or additions)  
without shutdown of the line. 
 
The Hydraulic Cylinder is used with the corresponding housing 
and plugging head according to the diameter of the line.  
 
Covering a range from 4” to 48”, the different Hydraulic Cylinder 
have a maximum working pressure of 102 bars (1.480 PSI) and a 
maximum operating temperature of 83ºC (181 F). 
 
The Hydraulic Cylinder has a control bar with a direct reading 
scale and sight hole enabling indication and control of the pro-
gression of the plugging head. Operation is made easy by way of 
the position of the control valve situated at the lower end of the 
Hydraulic Cylinder. 
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                                                                        TBL-ACT2234 
                                                                        TBL-ACT3648 

                                
TBL-ACT2234 

                         
TBL-ACT3648 

LINESTOP HOUSING (FOR TBL-ACT2234) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

22 550 CIL-ACT2234-22-150 CIL -ACT2234-22-300 CIL-ACT2234-22-600 
24 600 CIL-ACT2234-24-150 CIL-ACT2234-24-300 CIL-ACT2234-24-600 
26 650 CIL-ACT2234-26-150 CIL-ACT2234-26-300 CIL-ACT2234-26-600 
28 700 CIL-ACT2234-28-150 CIL-ACT2234-28-300 CIL-ACT2234-28-600 
30 750 CIL-ACT2234-30-150 CIL-ACT2234-30-300 CIL-ACT2234-30-600 
32 800 CIL-ACT2234-32-150 CIL-ACT2234-32-300 CIL-ACT2234-32-600 
34 850 CIL-ACT2234-34-150 CIL-ACT2234-34-300 CIL-ACT2234-34-600 

SLIM VALVES (FOR TBL-ACT2234) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

22 550 VS-22-150 VS-22-300 VS-22-600 
24 600 VS-24-150 VS-24-300 VS-24-600 
26 650 VS-26-150 VS-26-300 VS-26-600 
28 700 VS-28-150 VS-28-300 VS-28-600 
30 750 VS-30-150 VS-30-300 VS-30-600 
32 800 VS-32-150 VS-32-300 VS-32-600 
34 850 VS-34-150 VS-34-300 VS-34-600 

SEALING ELEMENT (FOR TBL-ACT2234) 

Size Class 150 Class 600 
inch mm Stock Number Stock Number 

22 550 ES-22-150 ES-22-600 
24 600 ES-24-150 ES-24-600 
26 650 ES-26-150 ES-26-600 
28 700 ES-28-150 ES-28-600 
30 750 ES-30-150 ES-30-600 
32 800 ES-32-150 ES-32-600 
34 850 ES-34-150 ES-34-600 

LINESTOP HEAD (for TBL-ACT2234) 

Size Class 600 
inch mm 

22 550 CO-ACT2234-22-600 
24 600 CO-ACT2234-24-600 
26 650 CO-ACT2234-26-600 
28 700 CO-ACT2234-28-600 
30 750 CO-ACT2234-30-600 
32 800 CO-ACT2234-32-600 
34 850 CO-ACT2234-34-600 

Stock Number 

SEALING ELEMENT (FOR TBL-ACT3648) 

Size Class 150 Class 600 
inch mm Stock Number Stock Number 

36 900 ES-36-150 ES-36-600 
38 950 ES-38-150 ES-38-600 
40 1000 ES-40-150 ES-40-600 
42 1050 ES-42-150 ES-42-600 
44 1100 ES-44-150 ES-44-600 
46 1150 ES-46-150 ES-46-600 
48 1200 ES-48-150 ES-48-600 

LINESTOP HEAD (for TBL-ACT3648) 

Size Class 600 
inch mm 

36 900 CO-ACT3648-36-600 
38 950 CO-ACT3648-38-600 
40 1000 CO-ACT3648-40-600 
42 1050 CO-ACT3648-42-600 
44 1100 CO-ACT3648-44-600 
46 1150 CO-ACT3648-46-600 
48 1200 CO-ACT3648-48-600 

Stock Number 

SLIM VALVES (FOR TBL-ACT3648) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

36 900 VS-36-150 VS-36-300 VS-36-600 
38 950 VS-38-150 VS-38-300 VS-38-600 
40 1000 VS-40-150 VS-40-300 VS-40-600 
42 1050 VS-42-150 VS-42-300 VS-42-600 
44 1100 VS-44-150 VS-44-300 VS-44-600 
46 1150 VS-46-150 VS-46-300 VS-46-600 
48 1200 VS-48-150 VS-48-300 VS-48-600 

LINESTOP HOUSING (FOR TBL-ACT3648) 

Size Class 150 Class 300 Class 600 
inch mm Stock Number Stock Number Stock Number 

36 900 CIL-ACT3648-36-150 CIL-ACT3648-36-300 CIL-ACT3648-36-600 
38 950 CIL-ACT3648-38-150 CIL-ACT3648-38-300 CIL-ACT3648-38-600 
40 1000 CIL-ACT3648-40-150 CIL-ACT3648-40-300 CIL-ACT3648-40-600 
42 1050 CIL-ACT3648-42-150 CIL-ACT3648-42-300 CIL-ACT3648-42-600 
44 1100 CIL-ACT3648-44-150 CIL-ACT3648-44-300 CIL-ACT3648-44-600 
46 1150 CIL-ACT3648-46-150 CIL-ACT3648-46-300 CIL-ACT3648-46-600 
48 1200 CIL-ACT3648-48-150 CIL-ACT3648-48-300 CIL-ACT3648-48-600 



 

 

Bulletin nº: 2009.901.00 

Our company is prepared to provide technical solutions to any piping problem. Thanks to its broad 
experience, TECPESA can offer economic solutions for any problems encountered.  

Our technical service staff has gone through a rigorous specialized training programme with final 
certification. As a consequence, our specialized technicians can anticipate problems and offer on-site 
solutions to ensure the most efficient and safety conscious maintenance operations.  
 
TECPESA realizes Hot-Tap Services from 1” to 48”, pressure up to 150 bar, temperature up to  371ºC, 
various fluids and gas; vertical, horizontal and angle tap.  
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HOT-TAP Service 
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LINESTOP Service 
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Tecpesa is prepared to adapt to the particular needs of each client, to optimize its resources and 
provide the best solutions. Thanks to our experience, we are able to solve possible obstacles that 
may arise, this way we can anticipate and solve any problem before it happens. 
 
Tecpesa is fully aware of the importance and seriousness of the work we do, so all services are 
performed by highly qualified and certified staff. 
 
TECPESA realizes Simple or Double Linestop Services, with or without Bypass, from 1” to 48”, 
pressure up to 72 bar during the operation, temperature up to 300ºC, all kind of fluids. For Double 
Linestop without Bypass, flow velocity during the operation has to be 0 m/s. When Bypass is used, 
the maximum flow velocity during the operation is 5 m/s. 
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HEAD OFFICE 
 

C / Parménides, 8 Edif.1 - Pol. Emp. “La Garena” 
28806 Alcalá de Henares - Madrid - SPAIN 

Tel: +34 918 797 975  Fax: +34 918 832 022 

INTERNATIONAL OFFICE 
 

C / Rosselló, 216 - Planta 11 
08008 Barcelona - SPAIN 

Tel: +34 934 510 760  Fax: +34 934 510 793 

www.tecpesa.com                                                                                  sales@tecpesa.com  
 


